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SGS 1-26 FLIGHT HANDBOOK

The SGS 1-26

The SGS 1-26 18 a single-place all metal, fabric covered

intermediate type saillplane built by Schwelzer Alrcraft Corp.
at Elmira, New York. Over-all dimensions are:

Length - 21'3"
Span - 40°
Height - 7' 23"

Flight Controls:

2.

1. Tow Release - located at center bottom of instrument
panel. A pull of approximately 1 inch is required to
release the tow rope.

2. Dive Brake - wheel brake lever located on left side of
cockpit.qUnlock and pull aft to actuate.

3. Control stick - a conventional stick mounted on a single
torque tube for aileron and elevator control.

L. Rudder pedals - are conventional toe type and are not
ad Justable.

5. Trim lever - 1s a small "T" handle located under the bot-
tom right side of instrument panel. Thlis 1s a bungee
type or spring loaded mechanism, attached to the eleva-
tor system. It is an any position control used only for
nose heaviness., Turn left to unlock and right to lock
into position.

6. Instruments - ASI is required. Additlonal instruments
are optional, up to full panel, as desired.

PREFLIGHT
Wing: .

Check spoller hinges and connections

Check alleron hinge points and pushrods
Check fabric

Tall Assembly:

Check all hinge points

Check pushrod attachment to elevator horn
Check stabllizer attachment to fuselage

Check rudder cable attachment to rudder horn
Check tail wheel assembly

Check fabric
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